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ABSTRACT

A test program was conducted by Harvey Aluminum, Inc., Torrance,
California, to develop a new means of inactivation of munition com-
ponients by means of codling to cryogenic temperatures. The cooling
medium used was liquid nitrogen at a temperature of -3200F. Three
fuze assemblies: the M562, the M524, the M509 and their elements
were tested. While some success was achieved with the mechanical
elements of timing fuzes (M562 and M524), where almost 90% wcre ren-
dered immobilized, liquid nitrogen had little effect on detonator
sensitivity, piezo electric crystals, and carbon bridge type electric

detonators.
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I
CONCLUSIONS

It is concluded that although the cryogenic tenperatures show
fairly favorable deactivation of certain types of mechanical fuzes,
the overali disadvantages of this procedure coupled with the limited
availability of cryogenic materials, especially in the field, pre-
clude it from further consideration by the EODC at this time,

The deactivation of various detonators, piezo crystals, and
carbon bridge circuits was completely negative. Cryogenic tempera-
tures are of no value in these areas.




II
RECOMMENDATIONS

It is recommended that no further work be done in this area at
+he present time due to overriding disadvantages. The deactivation
of certain specific mechanical fuzes is, however, feasible and coula
be investigated a2t a2 more pronitious time.



I1I
OBJECTIVE

The objective of this work was to develop a new approach in
neutralizing unexploded cordnance. The approach was to consider the

characteristics of liquid nitrogen and its capability due to extreme
low temperature (-320°F) to immobilize, neutralize, or otherwise
affect the performance qualities of munition components.




v

BACKGROUND

Under the QDRI program, Problem 33 (Mechanical Trepanning), a
proposal was received from Harvey Aluminum, Inc., Torrance, Califor.-
nia, suggesting the use of liguid nitrogen for neutralizing unexploded
ordnance. The scope of work for the proposed contract was prepared
and eventually a single source contract was awarded to Harvey Aluminum
to study the effects of liquid nitrogen on explosive components and,

if feasible, to develop a concept for a portable liquid nitrogen kit
for EQD.




v
CONCEPT

It was considered that extremely low temperatures (cryogenic) might
have the capability of immobolizing, neutralizing, or otherwise affecting
the performance qualities of munition components. This was a new approach
to Explosive Ordnance Disposal Procedures and several factors contributed
to the idea. Most fuzes are designed for low range temperature limits
much higher than cryogenic temperatures., The extremely low temperatures
would have various, hopefully favorable, effects on fuze components,

For example, most lubricants solidify at higher than eryogenic temper-
atures and due to dissimilar metal construction, differential contraction
of these parts tends to cause warping and constriction in close fitting
mechanisms.

Liquid nitrogen (boiling point - 3200F) was selected as the
prime medium for attaining cryogenic temperatures. There were several
reasons for this choice. Firstly, liquid nitrogen is relatively
plentiful and its cost is significantly less than other liquid gases.
Secondly, it is relatively inert. Thirdly, it was felt that tne ~ 3200F
temperature it provides would be sufficient to carry out the study.



VI

PROCEDURES USED

See Appendix A, Report No HA-2144, "Summary Report Deep Freeze

en
Program for Explosive Ordnance Disposal", Section IV, Report Text.




VI1

RESULTS

See Appendix A, Report No HA 21lu4, "Summary Report Deep Freeze
Program for Explosive Ordnance NDisposal”, Section III, Summary.




VIII

EVALUATION

While the results achieved were not 100% as hoped in the area of
fuze deactivation, almost 9 out of 10 fuzes (M562 and M524) were
rendered safe. This was accomplished with the fuze in its most hazardous
condition i.e, nothing stopping it Irom functioning once the pins were
removed. Although the EODC decided to cancel the prnject at this time,
this approach to fuze inactivation shows scme promise for further
investigation in the future.

However, the results achieved on the lessening of detonator
sensitivity, piezo crystal output, and carbon bridge type electric
detonators were completely negative. These areas show no promise of
cryogenic temperature deactivation.
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I. ABSTRACT

A test program aimed at inactivating fuzes by mesans of
cooling to cryogenic temperatures was conducied. The cooling
nedium used was Liquid Nitrogen, which, therefore, limited
cooling 20 -320°F. Three fuze assemblies; the M562, the M524,
the M509 and their elements were tested. While success was
achieved with the mechanical elements of timing fuzes (M562
and M524), vhere almoat 907 were rendered inactive, Liquid
Nitrogen did not produce sufficient cooling to do more than
lessen sensizivity of detonators and had little deleterious

effect on tha piezo crystal and carbon bridge type electric
detonators.
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11, INTRODUCTION

Although 1t {s difficult to document the first applica-
tion of the fusze due ts its long history of use, we all know
that the early Chinese used simple fuzes to ignite fire crack-
ers and rockets, long before the existence of projectils and
bomd fuzes as we know them today. These early fuses, and the
seme basic type are still 4{n use, were ordinary tubes or cords
filled with combustible material and simply served to {gnite a
high burning-rate material.

Since those days, fuzes have become consistantly more
sophisticatad until, at this point, they are complex mechanisms
which sust satisfy numerous raquirements ané serve sevsral func-
tions. Modern fuzes must not only initiate the msain charge, but
do 80 at the correct time and at the correct distance from the

, target. They must also provide safety in rough handling, with-
N atand aevere environments for long periods of tima, yet per-
form all these functions with a high degree of reliability.

Unfortunately, even with all the precautions used in
aodarn design and careful guality control, occasional ''duds"
are still experienced. Even more serious is the fact that
these ''duds" all too often occur in extremely precarious areas.
Ammo dumps, fuel dumps, expensive and large buildings in the
center of heavily populated cities, are examples of just a few
of these critical areas. Under these conditions, it is obvious,
then, thar thase "duds" cannot be simply destroyed. They must
be defuzed and removed. Explosive Ordnance Disposal personnel
are then saddlsd with the responsibiiity of accomplishing this
feat. It goes without saying that this type of work can pre-
sent quite & hazard., Conclusive evidence of the hazard in-
volved in this type operation was demonstrated by the numerous
catastrophes that occured to E.0.D. personnel during de-fuzing
of "dud" bombas during World War 1I.

Engineers at Harvey Engineering lLaboratories, being aware
of these problems through years of association with fuzes,
"duds' and misfires, submitted an idea, via a QDRI propoanl.
for safely rendering "dud" fuzes inactive.

A-3

“



cE BN $4 n - eV

Safani) La bk m

) TRINRY
SRR EDISTP
OAYDARRSFOINS HA NO 2148 _ racell Q2.
e\

II. INTRODUCTION {cont.)

Several factors contributed toe this {dea. We knew, for in-
stance, that most fuzes are designed to withstand temperatures
ranging from about +165°F to -65°F. We alsc knev of the dele-
terious effects these tempsratures had on the various parts,
particularly at cold temperatures. Most lubricants, for exam-
ple, solidify at -65°F, and differential contraction of dissimi-
lar material tends to cause warping and constriction in wmoving
parts. With these facts in mind, Harvey proposed that super-
cooling, to cryogenic temperatures, might have the desirad
effect of safely inactivating a normal fuze.

Liquid Nitrogen (bolling point of -320°F) was suggested
as the prime wodium for super-cooling. Several valid ressons
supported this decision. One, LN, is relatively plentifuil;
secondly, its cost i3 3lgn1f1cantiy less than other liquid gases;
thirdly, it is inert snd hence, safe (axcept when ia contact
with certain rare metals); and last, it was felt that the -320°F
vould be sufficient to at least constrict the mechanical ele-
ments of most fuzes and certainly have some effect on sensitiv-
ity of explosive elements.

The report contained herein, tharefore, descridbes Harvey's
efforts in a program aimed at proving that cryogenic tempera-
tures can render fuzes, particularly "duds'", inactive.
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IIT, SUMMARY

This veport constitutes our final report on Deep Freeze
for Explosive Ordnance Disposal, and describes our efforts to
render fuzes and their elements inactive throuzgh cooling to
cryogenic temperatures, Since this contract restricted the
use of any other liquid zases except l1iquid *icrogen, the cold-
est temperature achieved was -320°F, its boiling point.

Four distinctly diffe-ent type fuzes were government fur-
nished for test purposes, the MIE62, the €24, the M509, and
the MS514VT Fuze.

It wvas found, early in the progrsam, that alrthouzh some
degradation in sensitivity occured in explosive elements when
cooled to -320°9F, {t was insufficlent to render them safe.

Arproximately B8h7 of the ME62 Fuzes tested were mechanic-
ally inactivated by apglication of LN3.

Approximately 87 of the ME24 Fuzes tested proved suscep-
tible to mechanical constriction at -3209F, and thus were
rendered safe.

Both the Barium Titanate crystal (pover source) and the
carbon bridge M48 Detonator, used in the M509 Fuze, could not,
except in one instance, be {nactivated at -320°F,

Inesmuch as no drawirigs, instructions, or data were re-
ceived regarding the MS14VT Fuze, this unit was not tested,
We did, however, just prior to notice to terminate the con-
tract, disassemble several live fuzes. Had time permitted, we
could have set up nsuedo ''dud" conditions and tested the mech-
anical elements., The electrical and electronic elements, on the
other hand, could not be tested. Lack of information relsative
to voltage, power output, c¢heck points, and zeneral electronic
characteristici precluded sny evaluation of this section of the
fuze.

Recommendations for follow on, using Liquid tielium as a
cooling medium (botling point -452°F) are included {n this re-
port.

A-5S
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Iv. REPORT TEXT

Our initiz) efforrs on this contract were directed toward
developing a Liquid Nitrogen transfer system to permit remote
discharge of the liquid et & contrelled rate through a noszle.
In order to hold expenditures to a minisum, z modest appearing
but highly effective system was produced. This system parmit-
ted discharge of LN; sither through cne or multiple nozsles at
a diastance of approximately 15 feet from the storage tzank.
(This distance was considerad the minimum safe distance for
testing detonators and ignition trains). Some difficulty was
first encountered on determining the correct diameter nossle
in the multiple nozzle arrangement, (each needed to be a dif-
ferant size to provide equal flow), but this was effectively
solved and tha same basic unit served satisfactorily for all
tests conducted.

A holding and remote firing fixture waa designed concur-
rently with our work in determining sn effective nozzle er-
rangemsent. This rugged, heavy, fixture was dasigned to permit
easy application of the LNy with minimal heat transfer yet
withstand repcated detonation without structural damage.

During the irterim in which the test fixturs was being
fabricated, several each of MS62, M524, and M509 Puses wvere
assembdled, from loose parts, disassembled and studied. This
effort was conducted as part of our analysis to determins bdboth
the areas most susceptable te failure, and hov to simulate a
possible '"dud" condition. As a result of this study, several
mock "dud" conditions vere established and set up. These simu-
lated '"duds" were purposely made extremely senaitive in order
to provide the worst possible conditions and thereby rule out
any posaibility of misleading, and hence, false security. It
was not until after these mock "dud" conditions were eatab-
lished, thaet we received "Notes on Development Type Material"
for these three fuzeszs. These "Notes", howvever, merely indi-
catead in general how the units functioned, so our atudy to
establish psuedo “dud’ conditiona sti{ll would have had to be
performed

Upon completion of the holding and actuating fixture, a
series of tests were conducted on various stab type detonators
and stad detcnator-lead combinations.

A=~b
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IV. REPORT TEXT (cont,)

These slements were nlaced (n & fixture and cooled down te
very nearly the boiling point of Liquid Nitrogen (temperature
recorded by a thermocouple in conjunction with a calibrated
temperature recorder). Once the temperature was stabilizad,
the fixture was energized, stabbing the detonators at varying
snergy levels (see data sheet).

These tests showed that the -320°F temperature will not
preavent function of a stab type detonator with a high energy
firing pin. The sensitivity {s, howvever, reduced Ly the cold,
since one MA7 detonator did not function when subjected to a
stabbing action of low energy (but above the minimum level
established for the detonator). Penetration of the M47, that
did not fire, was approximately .070 inch. To assure that the
detonators being tested were not sub-grade, another M47 from
the same lot was subjected to the same low energy stabbing,
at room temperature, and it functioned normally. Inasmuch as
the energy level of the stabbing systems on the unit tested
vas significantly higher than the minimum eatablished level,
all subsequent tests for the var-ious type detonators were con-
ducted at high stabbing energy levels.

As a result of the negative findings in these tests, we
directed our attention te the fuze mechanisms.

In order to present & mock 'dud' situation which might
conceivably be encountered by a demolition team, we had
to make a number of assumptions: We established a hypotheti-
cal case vhere the fuzes would be armed by ballistic setback
and/or spin and would be inadvertantly restricted from further
operation during projectile flight. It was further hypothe-
sized that, upon impact, the cause of operational restriction
vas removed and that even the slightest movement could effect
actuation.

A=/
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IV. REPORT TEXT (cont.)

This pseudo "dud" situation vas effected in the following
manner:

M562. We magnatically moved the Arbor Lock out of engagement
vith the slot in the spring driven Artor. (This function {s
performed centrifugally during firing). The Escapement Pallets,
wvhich lock the Escapement and move radielly cut of engagemant
under cenirifugal force, were then manually released, allowing
the movement to gctuate. Movement vas terminated when the slot
i{n the Arbor rotsted to a point where the Arbor lLock could no
longer drop back and restrict rotation. The Setting Pin was
removed and replaced with a long Interference Pin. (Tha Head
diamezer was machined to vermit access to the Pin from the
outside). (Refer to Pig.2) This Interference Pin was ther
placed in front of the Safety Diuc lug to restrict rotation.
Inasmuch os the Safety Disc 1a rigidly attached to the Arbor,
Safety Disc restraint precludes Arbor rotation. Two spacers
vere then placed in the paliet riding siots located in the
lower plate, after the pallets wvere disengaged, thus foraing

a mechanical block to re-engagement of the pallets and Escape-
ment, When {n this condition, the fuze is fully armed und
restrictad from operation solely by the Interference Pin, which
{s accassatle for removable from the outside. When a steady
state cold temperature {s reached, this Pin {3 removed and the
fuze is tapped, tipped and jostled to enhance starting.

To eliminate the introduction of gno*her variable, the
movements in this series of tests were demagnetised prior to
test,

324, In this fuze, ve rotated the set-back operated segment
clockviae. unti{l {ts shoulder almost contacted the Interfer-
ing Trigger tip.

A-8
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After rotating the Trigger clockwiza to free the Segment, thas
Segsent was further rotated until the Link Stop and Lever wers
free to pivot, clearing a path for the spring loaded Timing
Mechanism to position the normally out of line Dstonator to an
in-line position. The Detonator (encased i{n the Rotor) was
then rotated back to the pre-armed out of line position and
wvas restrained from arming solelvy by the "L" shaped holding
Lever which wesy alao raturned to its unarmed locking position,
The mec  anisam vas assembled intc the body, the safety wire in-
sertad through the body and into the pull wire slot of the
movement and in this way served as an Interference Pin for the
hoiding Lever.

This is an intricate operation requiring considerable
dexterity and a special long thin pin to preclude inadvertant
actuation before the pull wire is positioned. In this con-
dition, once thke pull wire i3 removed, the only element pre-
venting rotor rotation is the holding Lever, which is in turn
easily displaced by the high spring force of the mechanism.
The safety wire i{s removed at the cols temperature after which
the fusze is tapped and jostled to assist actuation.

Our initial tests on the M562 Fuze proved to be very e¢a-
couraging. Several fuzes were cooled to very nearly -300°P,
(see typical curves). VWhen a steady state condition wvas
reached, 'heir respective ralease pins were immediately ex-
tracted to see if they would function. These fuzes proved to
be inoperative &t this tewperature and would not actuate even
vhen subjected to jostling and tapping until they warmed to
temperature approaching -100°F.

The nczzle arrangement wvas slightly modified upon the
conclusion of these initial tests to enable attainment of
lover temperatures in less time. This modification proved
successful since temperatures approaching -320°F were achieved
in about one half the time. Even quicker cooling is possible
but only at high cost and undue sophistication.

e v
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1V, REPORT TEXT (-~ont.)

Results in this next series nroved tc be erratic as indi-
cated on the data sheet. Some units were stalled so completely
that every external attempt to force starting was futils, while
in other instances, the fuzes started immediately after being
tapped for the first time.

A critical study of the M562 was made after the first two
units opersted at cryogenic temperatures. This investigation
disclosed that considerable looseness of fit was evident through-
out the Movement. Since the greatest shrinkags we can expect
through differenti{sal contraction {(betwveen steel and aluminum)

{s approximetely .0027 inches’/inch, and less for other materi-
als, it was evident then that inactivation by means of cryogenic
{nduced constriction would not be easy.

The following are some interesting observations that were
made during this last series of tests.

1. One unit (M:26) would not start throughout the tempera-
ture range even after being subjected to taporing and jostling.
This mechanism wvas tested at anmbient temperature and prcved to
be operative immediately prior to the cooling test.

2. This same unit was disassembled and the resson for
failure to function was not ascertaihed. Ve, therefore, re-
assembled the Movement {nto 2z fuze body and cooled the fuze to
a temperature of -2159°F. At approximestely -120°F, the Move-
ment would {ntermittently start, and ston (after being sudbjec-
ted to small shock loads). When the Movement finally ectuated,
the Torsion Spring loaded Firing Arm passed the firing notch
in the Timing Disc Assembly. The Firing Pin, &s a result, was
not released and could not actuate.

This test was repeated and actuation began at a lower temp-
erature of -270°F and the Firing Arm again failed to enter the
firing notch. We then repeated the test at ambient temperature.
This time the unit functioned in a normal manner, t.e., the
Arm moved into the notch and the Firing Pin actuated.

A-10
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IV. REPORT TEXT (cont.)

In order to determine whether indiscriminant locking
action might be a function of variation {n assembly, several
Movements were partially disassembled and twist wvas introduced
between the sandwiched Plates (to introduce distortion if pos-
sible) and then they were reassembled. Tests were conducted
with both clockvise and counter-clockwise twist induced in the
Movements. This action, hewever, seemed to have no discernable
adverse effect on function.

A new method of testing was then instituted., All previous
tests were conducted with the Movements enclosed in fuze bodies.
In this new series of tests, wve vimply {mmersed the Movements
in LN2 until a temperature of -320°F wa. reached. They were
then extrected and manipulated, with a probe, in an attempt to
datermine wvhich component or components were reasponsible for
locking the mechanism, This manipulation was initially con-
ducted in a cold box and hence dry atmosphere, to preclude
frosting. This procedure was later abandoned in favor of
rlacing the cold Movements under infra-red heat lamps, since
varming action took too long with the former. Very little
frost collected, at a very slov rate, wvhile under the heat

lamps.

As in our previous tests with enclosed Movementsa, no set
pattern could be estabdblished. Some functioned immediately,
even wvhen ve alloved frost to accumulate, while otheras could
not be induced to run even vhen ve applied force to the Escape-
ment., We also found in some cases, that even though the timing
mechanisa operated immediately, the Firing lLever would becoms
bound up and would fail to enter the Timing Disc notch, re-
sulting in faliure of Firing Pin actuation.

" Note that some Movements were re-tested several times to
ascertain whether conditions would repeat. (Refer to Data
Sheet). Although some repeatability was determined, there
vere sufficient variations even in the same movement - sub-
jected to the ssme conditions - so as to preclude eatablish-
mont of a set pattern,

A-1l
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IV. REPORT TEXT (cont.)

Onez of the units that displaved a tendency for Ffiring
Lever "Lock Up'" was disassembled and checked for fit. Suf-
ficlient clearance was found in the bearings so that hinding
should not have occured (.0026 at the top, and .0018 at the
bottom). The unit was, nevertheless, reassembled suns all
moving parts except the Firing Lever and then immersed in LN,
and cooled to -320°F., This time the Lever did not bind.

Immersion tests were continued on the M562 and M524 to
determine the effect of repeated cycling through the tempera-
ture range with the following results:

Six M562 Fuze Movements and three M524 Fuze Timers were
alternately cooled and warmed. They vere immersed in Liquid
Nitrogen and then placed under heat lamps where they warmed
at the rate of approximately 309F per minute. All were tapped,
Jostled and shaken during the wvarming cycle.

All of the M562 Movements operated at progressively lower
temperatures as immersion was repeated and all eventually opera-
ted vhile still immersed in Liquid Nitrogen. However, in three
of the six cases, the Firing Pin did not advance because the
Firing Arm remained locked while the slot in the Timing Disc
rotated past the normal firing positon.

Three of these M562 Timing Mechanisms had been previously
tested vhile encased in the fuze body and their temperature
reduced to approximately -3159F, One had operated three suc-
cessive times at this temperature. Befcre this mechanism was
immersed in Nitrogen, the bearing hole for the Balance Wheel
was packed with grease from another fuze. The first time it
vas immersed it was induced to operate at approxizately -298°F
by manipulating the Balance Staff and the Balance Wheel. The
second time it was immersed {t operated at approximately -230°F
after being jostled, tapped and shaken during the warming cycle.
The third time it operated while immersed in iiquid Nitrogen
but the Firing Pin did not advance. It is to be noted that the
Firing Pin in this unit did not advance while encased in a fuze

body during any of the three tests in which the Timing Mechanism
tunctioned at -3150F,

A-12
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IV. REPORT TEXT (cont,)

Another M562 that had been previously tested as a comwplete
unit had operated once at -22°F., In the naxt test it did not
operate until it had reachwd ambient temperature and was being
disassembled. In & subsequent LN2 immersion test, using the
Movemant only, it operated normally while still in the liquid.

A third M562 that had initially failed to operate until a
temperature of -68°F had been reached, later functioned twice
at -315°P. The Timing Mechanisa was then removed and operated
the first time it was immersed in LNy, but the Firing Pin did
not advancs.

Three M562 mechanisms, that had not been praviously tasted,
operated at progressively lower temperatures as immersion in
Liquid Nitrogen was repeated. One operated at -170°7, then at
-320°F;: another at 170°F, -215°F, and -320°F (the Piring Pin
did not advance in this one); the third unit operated at -125°F,
-200°P, -245°F, and finelly -320°FP,

Of the six mechanisms tested, only one operated belov -300°F
the first time it was tested. This unit had twice previously
been cooled to -3150F as a complete fuze and the Piring Pin did
not advance at this tesperature.

The three M524 Fuze Movements that were immersed in lLiquid
Nitrogen did not exhibit a tendency to operate at progressively
lover temperatures and none of them operated immediately after
removal from the Nitrogen. One operated at -215°F and -245°F,
anothear operatad twice at -230°F and the third operated at
successive temperatures of -200°F, -305°P, -230°F, -215°F and
-230°r.

We can only conclude, as a result of these tests, that a
multiplicity of factors govern susceptability to constriction.
Three primary factors are:

Variations in tolerances of components,

1.
2. Variations in assembly (twist, staking and tightness
cf scrsws) and,

A-13
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3. Obvious presence of grease on ocuter surfaces on some
units and little or nons on others.

A series of lov energy, nondestructive, tests of ths Lucky
assemdlies used in conjunction with the MA8 Detonator (M509
Fuza) were then conducted. These tests consisted of subjecting
these assemblies to an impact enargy of one foot pound and
measuring the electrical energy output of ths erystal in terss
of voltage amplitude and tims to decay. The sams crystals
vere testead a: both ambient temperature and -320°FP,

An oscilloscope was electrically connected in parallel with
a Lucky assembly and an 1100 ohm resistor at the time the ocne
foot pound of energy was applied (the resistance simulatsd the
minimum resistance of an M48 Detonator). The quantity of Lu«tky
assemblies avalladble was not sufficient to establish precise
quantitative results but a pattern was quite evident. The
pattern detected was that Luckies produce considerably higher
voltages at -320°F than at ambient, but decay to sero in slight-
ly less time. At cryogenic temperature the average maximum
voltage wvas 6.7V and the average time to decay was .87% milli-
seconds. At ambient temperature the average maximum voltage
wvas 5.3V and the asverage time to decay wvas .95 milliseconds,

The cryatals is thess assemblies showed no signs of detexX-
oration from repaated cooling but the plastic insulation crachad
in some casas. These Luckies were subsequently used to detonste
M48 Detonators and functioned normally.

In the high energy tests of the Lucky assemblies, an impact
force of approximately 67 foot pounds was applied. This force
vas sufficient to destroy the assembly and assure saximum out-
put from the crystal.

An MA8 Detonator was electrically attached to the Lucky in
each of these tests and threa different combinations of temp-
eratures were used; vis: - the Lucky at ambient and the Deto-
nator at -320°F, the Lucky and Detonator both at -320°F, and
the Lucky &t -3209F and the Detonator at ambient.

A-1l8
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IV. REPORT TEXT (cont.)

The M48 Detonstor fired, high order, with all thrae com-
binations of temperatures. In one of two tests, however,
where both crystal and detonstor were stabilized at -220°F
the Detonator failed to fire.

Oscilloscope traces of the electrical energy output of
two Luckies, one at ambient and the other at -320°F, with both
units subjected to the same 67 foot pound impact energy, in-
dicated a significantly different behavior between the two.
While both reached a maximum voltage output of slightly more
thar. 300V, the ambient temperatura Lucky produced a rapid rise
in volitage to 300V followed by an instantsneous decay to zero
(the apparant point of destruction) withi{n .11 milliseconds.
The Lucky, at -320°F, on the other hand, initially produced
current flow in the positive direction, almost {mmedlately
raversed to a negative direction, again reversed direction,
crossing the zero point in .1 millisecond, then oscillated in
an irregular sinusoidal pattern for an additional .21 milli-
second unti]l instentaneous decay to gero occured, at 150V
positive (the point of destruction). The total energy output
was higher at the cryogenic temperature.

To compare the energy neceasary to fire an M43 Detonator
at ambient temperature and -320°F, a .002 microfared capacitor
was charged to 300V and the time from the capacitor discharges
to detonation was seasured. The Detonators selected for suc-
cessive tests exhibited spproximately the same internal re-
sistance.

An oscilloscope wvas slectrically connected in series vith
the capacitor and a detenator for current measurement. One of
the leads wvas taped to the Detonator in a manner that would
assure a break in the circuitto the oscilloscope at the moment
of detonation.

With this setup, four oscilloscope traces were recorded
photographically, two with the Detonators at 75°F and two with
the Detonators at -320°F. The pictures were almoat identical.
All showed a maximum of 300V which decayed to approximately
20V i{n one microsecond and oscillated to szsero in a total of
1.8 microseconds.
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IV, REPORT TEXT (eont.)

The resistance in these Deionators was 4910, 4959, 5100 and
5.3 ohms, respectively.

As a result of not receiving the necessary informution to
p~rit analysis of the MS14VTI Fuze and the subsejuent estab-
lizngent of test parameters, it was decided to disassemble and
s::¢s a fev of these fures. Three M514 Fuzes wera carefully
disszsembled and the Detonators, leads, Relays, and Boosters
vers removed. Inasmuch as no drawings, descriptions or in-
structional material was svailable, this was precity much of a
"Blind" operation, but was nevertheless successfully accom-
plished. A cutaway of an early model but aimilar VT Puze,
vhich was borrowed from a military suseum, aided this effort.

After careful study, we finally were able to establish {ts
operation and the sequence of avents that occur during normal
delivery of the fuze. One difficulty did, however, arise which
is unlike that encountered with the other three fuses testad,
We had no means of ascertaining voltage or power output of the
battery section; nor could we determine the characteristics of
the potted electronic circuitry, all of which are necessary in
order to establish if, or to vhat degree, this portion of the
fuge {s affected by cryogenic temperatures.

The mechanical portion on the other haud, albeit somewvhat
complex, was mastered to the point where we did establish
methods of testing. We were in a position to test this por-
tion, in a manner similar to that used on the Movesient of the
M562, when the completion date of tha contract caused termina-
tion of work.
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V. CONCLUSIONS

1. Although deep freezing with Liquid Nitrogen (-320°F;

- did not prove to be 1007 effactive in desctivating the mechani-
cal and explosive elements of the various fuzes tested, it did
provide a good measure of success; it was in the right direc-
tion and did come close to achieving the desired overall re-
sults. Because our tests indicated progressively higher inci-
dences of success as temperature deczessed, ve can only conclude
that deep fressing to the much colder temperature of Liquid
Helium (-452°F), could very possidly achieve that desired goal
of 1007 effectivity. While we do not advocate Liquid Helium
for universal use, ve do feel thet in aspecific critical in-
stances, this mode of disarming might be "the only way" to meet
this necessity.

2., Percussive detonators, while they do degrade somevhat
in sensitivity at -320°F. the degradation i{s not considered
sufficient to consider them inactive.

3. 0Of the fourteen nev M562 Puzes tested, two functicned
almost {mmediately at, or near, -320°F. PFrom this limited
amount of testing, the percentage of fuzes firmly {nactivated
is approximately 867. Of the tvo fuszes which started immedi-
ately, one failed to fire due to Firing Lever lock-up. If
this latter failure were conaidered to be a safe inactivation,
the percentage of M562 Fuzes rendered inactive vould be approxi-
mately 93%. All fuzses vere agitated, tapped and jostled after
cooling to assure positive constriction.

4. Repeated cooling and heating the fuzes, after the
initial test, caused the movement to operate at colder tempera-
tures. Twenty-tvo repeat tests were conducted on the M562 to
determine whether repetition would have any effect on function.
Of the twenty-two tests, function occured almost immediately
in fifteen cases, It would appear, therefore, that reliablae
inectivation can be expected in only 327 of fuzes in a repeat
test. This should not be considered as a valid indication of
successful inactivation of the M502, however, since repeat
cooling and heating is not a practical situation and wvas merely
performed in an attempt to determine why failures occured.
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V. CONCLUSIONS (eont.)

5. Six new M524 Fuzes were tested at -320°F, One of
these movements started st approximately -305°F. Two repeated
coolings of the same {uze caused the unit to lock-up and be
safe for a considerable length of time.

6. Eleven repsat tests were conducted on the M524 Fuze.
All remained locked-up vhen the pin was extracted. One, how-
ever, was marginal and could be construed as being a fallure.
Of the fifteen tests conducted, nev and repeat, one failure
occured and one was marginal. If we consider both as failures,
then approximately 877 of the M524 Fuses can be considerad
susceptable to inactivation at -320°F based upon this limited
number of tests,

7. The rotor of the M509 Fuze is not susceptable to lock-
up at -320°F.

8. Both the M48, carbon bridge detonator snd the Barium
Titanate crystals appear to be impervious to -320°F, although
in one case, the crushing of a plezo failed to fire an M48.

9. No tests were conducted on the MS14VT Fuze as a result
of lack of available information ragarding the electrical and
eleactronic portions of the fuze.

10. A portable kit for depositing LN, on fuzses was not
designed or supplied, since -320°F (the boiling peint of LN,)
is insufficiently low to assure 1007 deactivation.

11. It {s conceivable, and likely, that the pseudo “dud"
conditions established by this contractor were far more sen-
sitive than could sctually occur under field conditions. 1If
this be the case, {t is equally conceivable that the applica-
tion of ths deep freeze principle to deactivation of fuszes,
even at -320°P, was significantly more successful than it would
appear from the data obtained.
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Vi. RECOMMERDATIONS

1. It is strongly recommerided that Liquid Helium be used
as a supplementary cooling agent, since it can reduce the
temperature of fuses and thelr elemants to spproximately -4500PF,

2, Since soms dcgradatton in sensitivity of percussion
primers occurs at -320°F, Liquid Helium at -450°F, may render
these elemants safe.

3. Inaswuch as both the M562 and M524 can be renderasd
safe (mechanically), in almost 90% of cases at -320°F, {t
would appear reasoneble thet 1001 could be achieved at -450°F,

4. While we are unot optimiscic that the carbon bridge
type MAB detonator can be defeated at -450°F (the resistance
of carhon increases as the temperature decreases), wve do feel
that its power supply, 1.e., the Barium Titanate crystal, can
be defsated aince it {s raputed that its electrical output
severely diminishes above this temperature.

While it is admitted that Liquid Helium {s relatively
expensive, and not quite as readily available as LN, we naver-
theless feel that in spacific instances, these deterring factors
wvould be insignificant compared to the substantial gains which
might be derived from its use where criticaliy needed. As an
eaxample, wvhat emount of (ime and money would the Government be
wvilling to expend if a '"dud" bomb, located in an Ammo or Fuel
dump or, for that matter, an expensive bridge or building,
could be safely and positively disarmed. VWe therefore, feel
that wvhile this mode of disarming does not appear to be prac-
tical for universal use, in some instances it cotld be the
only feasible mathod.
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VIiI. ILLUSTRATIONS

Figures 1 and Z show the location of the tharmocounles
used to detearmine temperature. Figure 3 shows the noszle
arrangemant {3 noszlss) and thelr spproximate location with
respect to the Puze Body during cooling.

Drawing No., 1-11402 shows the detonator holding and

actuating fixture used to test detonator and detonator-lead
combination. ~

Drawing No. 1-11410 shows the fixture used to contain
and actuate the Barium Titanate crystal both at ambient and

at -320°F, in conjunction with the M4B detonator and oscillo-
scope.

Figure 4 showvs the data obtained during detonator test-
ing.

Figure 5 shows the data obtained in testing the M562,
M524 and M509 Fuzes.

Figure 6 is a graph of temperature vs time of typical
tests on the M562 and M524 PFuzes.
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